
SPI 
Smitsvonk Portable Igniter



Features + Benefits
		Compact and lightweight design for easy use

			 Convenient set-up for one-person-operation

			Non-wearing electronic design for continuous  
reliable function

		Battery operated for mains-independent operation

	 LED-indication of battery status for direct control

SPI
Smitsvonk Portable Igniter

This durable and lightweight portable high energy 
igniter is especially intended for the ignition of a high 
number of small gas burners, as found in furnaces of  
the petrochemical industry.

The portable ignition device consists mainly of  
two parts:

One part is the ignition lance with a convenient grip  
for proper handling during operation. The ignition lance 
is connected to the second part – the ignition unit – by  
a sturdy but flexible high voltage cable. The ignition unit 
has a main switch and a ready to hand push button to 
operate the ignition device trouble-free. 

For easy carrying the ignition unit is supplied with a 
hard-wearing shoulder belt. The complete set-up of 
electronic and battery is housed in a durable and handy 
enclosure. The integrated battery pack with a well  
dimensioned capacity allows a continuous use of up  
to three hours before a recharge becomes necessary.  

High voltage cable

Ignition lance

Ignition unit

Applications

Direct spark ignition of gaseous fuels

		at industrial burners in absence of integrated igniters

		at pilot burners without electrical ignition



Ignition unit

Ignition voltage 2000 V

Ignition energy 2 J / spark

Ignition frequency 3 sparks / second

Operating time max 3 hours

Perm. ambient temperature –20 … 60 ºC

Protection IP66

Display
LED indication for  
battery status

Dimensions 120 x 220 x 90 mm

Weight (incl. lance, 1 m) 4.4 kg

Integrated battery pack

Power supply battery charger 90 – 264 VAC, 47 – 63 Hz

Battery capacity 2.6 Ah

Battery charge time appr. 3 hours

Ignition lance

Max temperature  
ignition tip

600 °C (for short service 800 °C)

Operational life time  
ignition tip

1 Mil. sparks

Lance length
500 … 2000 mm  
(grid dimension 100 mm)

Lance diameter 15 mm

Options
Reduced diameter  
(12 mm), flexible or bended 
lance tube

Facts + Specifications



DURAG  
process & systems technology – 
A Brand of DURAG GmbH
Kollaustraße 105 
22453 Hamburg, Germany 
Tel.  +49 40 55 42 18-0
Fax  +49 40 58 41 54
info@durag-process.de

DURAG GmbH  
Kollaustraße 105 
22453 Hamburg, Germany 
Tel.  +49 40 55 42 18-0
Fax  +49 40 58 41 54
info@durag.de

VEREWA –  
A Brand of DURAG GmbH
Kollaustraße 105 
22453 Hamburg, Germany 
Tel.  +49 40 55 42 18-0
Fax  +49 40 58 41 54
verewa@durag.de

DURAG data systems GmbH 
Kollaustraße 105  
22453 Hamburg, Germany 
Tel. +49 40 55 42 18-3000 
Fax +49 40 55 42 18-3099 
info@durag-data.com

A Brand of  
DURAG data systems GmbH
Branch Office Austria
Lastenstraße 36, City Tower 2   
4020 Linz, Austria 
Tel. +43 732 60 99 60-0 
Fax +43 732 60 99 60-4 
office@utas.at

DURAG Siena do Brasil Ltda 
Rua Vinte e Dois de Agosto, 66 
Diadema – SP 
09941-530 Brazil 
Tel. +55 11 4071-5050 r.28 
Fax +55 11 4077-1718 
info@duragsiena.com.br

Hegwein GmbH 
Am Boschwerk 7 
70469 Stuttgart, Germany 
Tel. +49 711 135 788-0 
Fax +49 711 135 788-5 
info@hegwein.de

SMITSVONK Holland B.V. 
P.O. Box 180, 2700 AD Zoetermeer 
Goudstraat 6, 2718 RC Zoetermeer 
Netherlands 
Tel. +31 79 361 35 33 
Fax +31 79 361 13 78 
sales@smitsvonk.nl

GRIMM Aerosol Technik  
GmbH & Co. KG 
Dorfstraße 9 
83404 Ainring, Germany
Tel. +49 8654 578-0
Fax +49 8654 578-35 
info@grimm-aerosol.com
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DURAG Sales and Marketing  
GmbH & Co. KG 
info@durag.de

DURAG Branch East 
durag-ost@durag.de

DURAG Branch North 
durag-nord@durag.de 

DURAG Branch South 
durag-sued@durag.de

DURAG Branch West 
durag-west@durag.de

DURAG Brazil
info@duragsiena.com.br

DURAG France S. a. r. l. 
info@durag-france.fr 

DURAG Inc. 
durag@durag.com

DURAG India Instrumentation  
Private Limited 
info@duragindia.com

DURAG Instrumentation  
(Shanghai) Co., Ltd. 
info@durag-cn.com

DURAG Italia S. r. l. 
info@durag.it 

DURAG Japan Office 
info@durag.jp

DURAG Korea Office 
info@durag-group.co.kr

DURAG Middle East (Branch) 
dme@durag.de

DURAG RUSS OOO
info@durag-group.ru

DURAG UK GmbH
durag.uk@durag.de

www.durag.com


