
DURAG D-SIP V – Live video software
Solution for 24/7 thermal process visualization

•	� Suitable for all digital DURAG  
furnace cameras

•	� Optional, secure domain integration
•	� For Windows 10/11
•	 ��For extreme environments,  

such as kilns, furnaces, heaters,  
smelters, boilers



•	� Live video  
Up to 4 DURAG furnace cameras

•	 �Flexible display options (mirror, rotate)  
To match the camera installation

•	� Real-time images  
With minimal latency (GigE Vision format)

•	� Control of furnace cameras (D-FS series) 
• �Exposure time and parameters adjustable

	 • Pt100 tip temperature display for early warning 
•	� Remote control of the retraction unit (D-RU) 

• �Furnace camera extension/retraction
	 • �Display of current and past error messages  

(air / water failures)
•	� Available as standalone software  

Or pre-installed with a workstation
•	� Compatible  

With Windows 10/11

•	 �Cost savings, process efficiency, product quality  
• �Helps identify inefficient combustion zones  

(e. g., unsymmetrical fireball, unburned material,  
clinker balls, hot spots) 

	 • �Facilitates process adjustments, reducing fuel 
consumption, optimizing combustion and improving 
plant performance

�•	 �Reliability and security  
Centralized administration, Windows updates and virus 
protection to ensure reliable, secure operation

•	� Modularity and expandability  
Based on DURAG’s D-SIP platform, supporting  
additional software modules

•	� Easy maintenance 
Remote maintenance via TeamViewer and optional  
service contracts for quick, cost-effective support

D-SIP V  |  Live video software

Supported hardware D-FS2 VISxxxx and D-FS 50 VISxxxx
D-RU 50/200
D-SCU 50/51/52

Maximum number of 
furnace cameras

Up to 4

Image adjustments Rotate and mirror

Image latency < 1 s

Control and display  
of D-RU

Extension and retraction of furnace  
cameras, current alarm display:
• Air pressure low 
• Water flow low
• �Water temperature too high
• Tip temperature too high

Alarm history 12 months, with time stamp

Administration • User and group management 
• Configurable user levels
• Domain integration

User interface Flexible and user-defined layouts

Remote service TeamViewer (optional)

Cybersecurity Compliance with the  
Cyber Resilience Act

D-SIP V H264  |  Streaming module

Video format • WebRTC
• H.264 (up to 4 x 1,440 x 1,080)
• Up to 2 connections at the same time

D-SIP V AUTO-REC  |  Automatic video recording

Video format • H.264 (up to 4x 1,440 x 1,080)
• Ring buffer up to 10 days
• �Clearly organized storage in hourly 

intervals

Dedicated PC (pre-installed version)

CPU / RAM • At least Intel i5 12th generation
• At least 16 GB RAM

Graphic card Nvidia t1000 with 4x mDP or better

Hard disk At least 2 TB SSD

Operating system Windows 11 Pro

Electrical data 100 … 240 V~, 50 … 60 Hz, 500 W

Environmental  
conditions

Temperature: 5 … +40 °C

Connections 4x mDP
6x GigE Ethernet 

Dimensions
(W x D x H)

170 x 442 x 399 mm

Weight 7 kg
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FEATURES BENEFITS

DURAG GMBH  
Kollaustraße 105  |  22453 Hamburg, Germany  |  Phone +49 40 554218-0  |  info@durag.com DURAG.COM

D-SIP V – LIVE VIDEO SOFTWARE

D-SIP V is a Windows-based software solution designed for real-time visualization and control of furnace cameras.  
It provides seamless visualization of combustion and heating processes, optimizing efficiency, reducing fuel costs and  
ensuring consistent process and product quality.

TECHNICAL DATA SYSTEM OPTIONS


